LIGHT CURTAINS BOTH
SIDES OF MACHINE

FILTER/R

CASEFEED SERVO MOTOR

ELECTRICAL PANEL
60 X 48 X 18 ]

UTILITY CONSUMPTION:

ELECTRICAL: 460/60/3 100 AMPS

AIR:

/5 CU. FT. @ 60 PSI

APPROX.

INTRALOX 900 SERIES CHAIN

CASE LOW LEVEL

LOW LEVEL SWITCH
UHMW PATTERN FORMNN

CASEFEED EXTENSION

WITH A MINIMUM  3IN PER 4FT SLOPE.
THIS ALLOWS CASES TO TRANSFER FROM

HIGH SPEED CASE FEED CONVEYOR (190FT/MIN)

N
37.00 v
DOOR 1/2HP OPERATOR CONTROL PANEL
SWING CASEFEED MOUNTED ON A ARTICULATING ARM.
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2HP INFEED MOTOR 45 50
DOOR
SWING
LIFTTABLE SERVO 58.00

INDIVIDUAL PRODUCT COUNTER\
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76.56

DOWN PRODUCT
DETECTION

MOTOR

PICK—=N—-PLACE
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DETECTION SWITCH

APPROX.

DISCHARGE GUARD DOOR

ONTO A SLOWER TAKE AWAY CONVEYOR.

MINIMUM OF 4FT — 6FT POWERED ROLLER
CONVEYOR OR SLOPED GRAVITY CONVEYOR

8FT TO 10FT CUSTOMER SUPPLIED
POWER DRIVEN ROLLER CONVEYOR
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CASEFEED—
ELEVATION 155.00 ,
CASEFEED CUSTOMER’S TAKE AWAY

199.56 APPROX.

123.00

CONVEYOR MUST BE AT
OR BELOW THIS DIMENSION



